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O0F!RECEN&rq" WDEEC1MENTS,

" .ionand, oCompatibility
W. • 'May 28, 1970

ALUNINOWU1ALLOYS Stress-Corrosion

General A literature survey of recent European papers
oi the stress-corrosion cracking of aluminum alloys

The microbiological corrosion of aluminum has been prepared by B attelle's Frankfurt Laborator-
Hlloys in jet fuel-water mixiures has been studied ies. (2) The survey covers mechanistic studies, new

at General Dynamics.Cl) Weight-loss data revealed stress-corrosion tests, effects of cold York, and

h the following percent increase in weight change of a general ieviewof theproblem. Also included, in

. inoculated specimens over that of control sitci- the survey are ta6las and graphs selected from the
S-ens" papers reviewed.

Alloy Percent Increase The-exfoliation corrosion and stress-c6rro-
A sion cracking behavior of several high-strength

1100 71.4 aluminum alloys has been studied at Alcoa as part

2024 75.5 ofan overall program to determine fracture tough-
7075 184.2 ness, fatigue, and corrosion chnracteristics.(

3)

7079 :51.0 Resistance 'in salt spray, marine atmosphere, and in-
dustrial atmosphere was 7075-T73 ? X7080-T7, and-

After'12 months' exposure, thd maximum depth of X7080-T7 > 7075-T6 and 7178-T6. Stress-corrosion
-enetration was found on the 2024 alloy, and the tests with precracked specimens (continuous immer-

least penetration was in the 7079 alloy'; The post- sion in 3.5 percent NaCI solution) and smooth ten-

test results of examination are summarized, in sile specimens (alternate immersion in 3.5 percent

Table 1. The attack occurred as pitting, intergran- NaCl) rated the alloys and tempers in the same order.

ular attack, and exfoliation. Fatigue tests were No failures were detected in any alloys stressed 75

-run on corroded and pitted specimens of each alloy, percent of the yield strength in the longitudinal

'but the results were inconclusive when compared direction. Several 7075-T6 and 7178-T6 type samples

with fatig, results for either uncorroded specimens showed some susceptibility to cracking at 75 pr-

or those chemically corroded' 10 mils. cent of yicld stress in the long transverse direction.

> - TABLE I. "MAXIMUM DEPTH OF PENETRATION OF VARIOUS CORRODED'SPECIMENS

rosion Depth, Number of Corroded Specimens
mils 7075-T65! 7079-T651- 7178-T651 2024-T351

I S7 75 73 :26
15 21 12 23 14

' .-10 9 3 1s 32
-is 2 0 4 14
-20 '0 0 2 1
-40 0 0 0 1

TABIE 2., STRESS-CORROSION BEHAVIOR Or SAMPLES STRE:SSIHD -IN 1111" SIIORT-TRANSVIRSE DIRECTION

Alloy and Percentage of Yield Strength at Which Approximate Kiscc,
Temper Resistance Failures were Observed Failures Were Not Observed ksi

7075-T73510 Very high -- 75 >20.5
X7080-T7E42 Ifigh 75 50 20.0

' X7080-T7141 Medium 34 25 --

7075-T6510 Low 15 -- <12.0

71,78-T651, T6510 Low is -- <85
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The stress-corrosion behavior of samples stressed in . .12N.-S5Cr-3Mo maraging steel solutioWs.(9) oedge-
the ihort-transve.rse direction is shown in Table-,2. opening loading specimens were fatigued at 600 and

'6 cycles per minute. The resultsshowed that the
A therial-mechanical treatment for 7075 effectiveness of cathodic protection dirninighed as

aluminum-wis develoed by Rocketdyne 'hat develops the crack front moved away' from the free surface.
the yield strengthbf the -T6 treatment and' the The solution at the crack tip was p11-3, and localized
stress-corrosion-cracking resistance of the -T3 regions of basic and acidic solutions were observed
"treatment.(4) Short-transverse yield strehgths of in theproximity of the central -portion of the crack
70to-75>ksi and stress-corrosion lifetimes as long tip. Fractographic tests. showed that hydrogen
a those .of 707S-T73 wiire achievOd ba verage embrittlement -was the primary, mechanism resl nsible
treatment of 707S-T6 for S to 10 hours at 350 F for acceleration of fatigue cracks in 12Ni-SCr-5lo
folllowed by a press-forging operationeto give a -20 steel in sodium chloride'-slution.
percent reduction in the longitudinal 'irection of'
grain orientation. These properties were obtained The cor rosionrfatigue-crack growth rat of
to the center of- 3.125-inch-thick ,rolled stock and 4340 steel in distilled water has been studied at
4-inch-thick forged stock. ahe University of Illinois by fracture mechanics

techniques.(lo) Tension-tension ioads were applied
'Australian scientists have studied the fac- to:4contoured, double cantilever-beam specimens.

tors controlling stress-corrosion cracking in The results indicated that whenever the maximum
precipitation-hrdenedAI-57Zn-2.7Mg-i'.3SCu alloy(S) cyclic stress intensity -in the fatigue cycle was
Prenotched specimens~were stressed by cantilever below the'static threshold intensity for stress-
loading in the short-transverse grain direction, corrosion cracking (Klscc), the-i-'Vironment no
and.a 0.SN NaCl/0.00SNNaHC03,solition~was allowed longer assisted the crack-groih'rate. When the
to drip continuously over the notch. Ninety-five sustained (SCC)ciack-growth rates>.approximated the
percent of the life of the specimen was taken-up by corresponding fatigue crack-groWth rates in air,
the formation of grain-boundary attack to a certain the effect of-high frequencies and high-stress
de -ee of acuity from which the stress-corrosion iitensities was to decrease the fatiue-crack-growth
cracks emanated,. The length of the incubation rate to less than the growth,,rate of the stress-
period.was markedly influenced by stress level and corrosion crack. Suggested easdns for this behavior
aging treatment (metallurgical structure). were a chemical,change in, the crack-tip environment

or strain rate dependenceof the plastic deformation
STEELS lat the crack tip.

Aueous Corrosion Hydrogen Embrittlemeat

Means of protecting the nongrouted tendons Studies on the embrittlement of 4130-steel
of the prestressed concrete reactor vessel of the in low-pressure, gaseous hydrogen have'been reported
Fort St. Vrain,-uclear Generating*'Station have 'been byNASA - Ames Research Center.(11) High-strength
investigated-at Gulf General Atomic.(6 ,7) The steel 4130 steel was embrittled by straining in gaseous
wire, conformed to ASThI Specification A421-65, Type hydrogen at pressures -less than 1 atm. The embrit-
BA. It was cold worked and thermalized (simultane- tlementwas caused by hydrogen-induced-slow crack
ous) stress and heat) to an ultimate tensile stress growth. The comparison of the characterisitics of.
of 225 to 260,ksi. Marine-atmosphere exposure tests gaseous-hydrogen embrittlement with those of embrit-
at LaJolla, California, indicated ,that a suitable t et f ed steels suggested that
combination of~protective coatings and wraps would both types of embrittlementwee basically the same, '
protect the tendons from rusting'during fabrication, phenomenon. The proposed mechanism of embrittle- -'

shipment, installation, and operation in the reactor. ment involvd.a surfdce reaction between the hydrogei
Studies with bare and coated notched specimens and thz steel which facilitated crack propagation '
revealed that the'-tendons were not susceptible to by either'lowering the surface energy or changing -

stress-corrosion cracking or hydrogen-stress the-energy of plasticdeformation.
cracking. Irradiation tests with fiVe organic
systems revealed that the hydrogen generated as the A generaiized model',for hydrogen embrittle- -

result of radiolytic break dowi'of the organic did 'ment of steel has been proposed by Argonne National
not causehydrogen-stress cracking of notched tendons Laboratory scientists.("12) The model proposes thai,--:.
stressed-to 75 percent of the ultimate strength. hydrogen embrittlement does not occur until a hydroL-.
Irradiation fluences were 1.3 x 1017'n/cm2 (E > MeV) gen-rich phase has been precipitated from solution,-
and gamma doses of 4.2 x 109 rads. and the precipitation of this phase can be induced

by triaxial tensile stresses. Considered were
The effect of applied potential on the the effects of substructure (including prismatic

crack-growth rate of, 180-ksi-yield-strength iONi- dislocation loops), test temperature, cooling-rates,
2Cr-IMo-8Co steel in 3.5 percent NaCI has ben solubility, diffusivity, andnotch-sensitivity on
studied by U. S. Steel.(8 Fatigue precracked ductility. Two ofthe more popular-models for
cantilever specimens were used. Crack--growth was hydrogen embrittlement were shown to have salient
observed with bothapplied cathodiccurrent and features that were compatible with the proposed
applied anodic current indicating that the a~loy was generalized model.
susceptible to hydrogen cracking and stress-corrosion
cracking. '1he mode of'failure with no applied Lead Embrittlement
potential (at stress intensities above Kjscc) could
not be identified specifically as eiiher hydrogen Ihe lead-embrittlement of steel has been
embrittlement or active-path stress cqrrosion. studied'by Illinois Institute of Teclinology.,(13)

Embrittlement occurred when the lead was present
4U. S. Steel also has used applied potential -either internally in the steel (leaded steel) or,

to study the mechanisms of-corrosion fatigue of soldered to the surface. Embrittlement occurred



over a temperature range of 300-F (more-than 300 F Austenicic Stainless Steels

below the melting point of lead) to a brittle-to-
ductile transition temperature of 700 to 900 F. The stress-corrosion cracking of U-bends of
Embrittlement was more severe in steels with l w- Type 30.1 stainless steel in, 01 112S04 + 0.S.V VaCI at

carbon or Io;w-aily content. Lead content -in a- room temperature has been studied by scanning elec-

leaded steel was unimportant, but the c6mpositio,. tron microscopy in England.(16) Suecimens were

of the lead was critical. Additionsof antimony, solution annealed at 1050 and 1300 C (J920 and
arsenic, tin, or :inc to lead increased the severity 2370 F) or were cold worked 11 and 33percent.
of-eibritilement at temperatures below the melting Cracking times ranged from 4 to 21 -days, and,

point of lead; and increased the brittle-to-ductile calculated corrosion rates ranged from 10to 117

transitibn temperature by 200 F. Decreasing the mils/year. In general, .cracks initiated intergranu-

-grain size had no effect at teeperautres below the larly, but propagated in a transgranular fashion.

melting point of lead; but, at higher temperatucs, Crack propagation occurred-as- the result of the

it lowered the transition temperature. Increasing formation of parallel tunnels across a grain.

the loading rate increased the ductilitymarkedly Cracking was believed to result from the interaction

ai temperatures below the melting point of lead. of dislocation pile ups and the environment. The

while, at higher temperatures, lowering the loading pile ups, occuring on slip planes, account for the

rates lowered the brittl4 to-ductile transition transgranular mode of ciack propagation.

.temperature. The low-cycle fatigue life of leaded
steel vas. unchanged relative :to that of nonleaded

steel, at>300F, but was reduced by about one order corrosion cracking of iron-chromium-nickel alloys

of magnitude at 600 F. The results of-the study in boiling MkbgC1 solutions has been studied at The

were interpreted t6 indicate that at temperatures Ohio State University.(17) Nickel additions in the
below the melting point of lead, the eibrittlement S to 15 percent range producedlthe usuit maximum

is controlled by the rate of transport of lead atoms susceptibility to stress-corrosion cracking.
to the ,tip of propagating subcritical cr6cks, while - Chromium additions in the range of 10 to 15 percent

at temperatures above the melting point,fracture to-binary iron-nickel alloys produced maximum

is nucleation controlled, and, once a crack resistance to cracking, Alloys containing 10 to

nucleates, it grows rapidly. IS percent chromium and 10 to iS percent nickel
plus small additions of- aluminum, beryllium, and

STAINLESS STEELS copper-were particularly .resisfani. Of the fourth
component additions to a Fel2OCr-lSNi alloy, the

Precipitation-Ilardening Stainless Steels elements of the platinum group (platnium, iridium,
osmium, rhodium, ruthenium, palladium), group VA

The stress-corrosionzcracking behavior of (nitrogen, phorphorus, arsenic;antimony, bismuth),

precipitation-hardening stainless steels has-been and molybdenum produced the most deleterious effects.

studied at ihe George C. Maishall Space Flight' The most oeneficial additions were aluminum,
Center.(1 4) Bent beams, laded tensile specimens, beryllium, caibon, silicon, and possibly boron.

and C-rings were used to test the materials ,in the
longitudinal ard transverse directions of grain A review of the literature on the stress-
orientation. The stressed specimens were alternately corrosion cracking of iron, nickel, chromium, and

immersed (10 minutes) in 3.5 percent NaCl solution their alloys in caustic solutions has been prepared

and air Idried (50,minutes ) at room temperature. by The Ohio State Iniversity.(
18) The review was

Thae results indicated that PI113-81o, P1114-8,o, prepared in support of the liquid-metal' cooled,

15-5PI!, A-286, Almar 362 and Unitemp-212 stainless fast-breeder reactor program in considering an

steels were resistant to stress-corrosioi cracking accident or -leak that -would permit sodium to oxidize

under these conditions in-all heat treatments studied., or hydrolyze to produce NaOlI.Na2O-I2O solutions.

The PIllS-7,%lo and 17-7P11 alloys' were susceptible to" Accordingly, the environment considered was primarily

stress-corrosioh cracking in all conditions, studied NaOIl-1120 over a broad temperature range. Informa-
except 17-7Pl - CII 900. The 17-4P11 - II 900 treated tion is presented in areas of thermodynamics,

specimen cracked, in the transverse grain,direction. electrochemical kinetics, corrosion rates, stress-

AM-350 alloy was susceptible to cracking in the SCT corrosion-cracking phenomena, structures of passive

850 condition, but not in the SC'I- 1000 condition. films, and inhibitors.

The cathodic protection of stressed 17Cr-4Ni- NICKE1,- AIN D COBAI,T-BASE ALIOYS

4Cu precipitation-hardenedsteel in seawater has
been studied by the Naval Ship and Development The corrosion bbhav!or of Multiphase Alloy

Laboratory. (15) Specimens were aged at 900 and m1P35N (35Ni-35Co-20Cr-lOMo) has been studied by

1050 F (175 and ,154-ksi yield strength)-prior to StandardPressed St& l.(9J The alloy exhibited

testing as-bent beams at 90 percent of yield strength. good-to-excellent corrosion resistance at 50 C

Cracking, occurred in both the 900 and, 1050 F aged (122 F) in 10 and 78 percent 112S04, 10 and 65 per-
specimens that were not cathodic'lly protected. cent lINd3 , 10 percent NaC1 (1112 with i), i0 per-
Applied potentials of -160mv to SCE prevented, stress- cent FeCl3, and 10 percent IICI plus 1 percent FeCI 3

corrosion cracking in both aged conditions,',but did (but not in 10-percent IIC1 alone). U-bends of the
not prevent -crevice corrosion. An applied potential alloy did not crack after 192 hours in boiling 42

of -1375mv to SCI" caused cracking of the 900 F aged percent ,gC12. The alloy is an extremely noble
specimen (presumably from hydrogen embittlement), metal ,with a potential of +0.056 (versus Ag-AgCl)

but prevented cracking and crevice corrosion of the in seawater. It is cathodic to most matei'tals and

1050 F aged specimen, caused galvanic corrosion of K-,onel, Type 316
stainless steel, and carbon steel in couple test;
,conducted in sCawater. No-galvanic corrosion was
noted in similar tests conducted with titanium-
\'1135N couples. ire-rope samples made of MP35N
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al-o" have shown no evidence of attack after 2.5 evidenceof stress-corrosion cracking or galvanic
years' exposure- in the,mud, seawater, tidal zone, attack. it-was concluded-thatthese braze alloys
splash zone, or marine atrmsphere. were acceptable-1for Use withN204 systems.

TITANIUM :ALLOYS COATINGS

The second annual repcrton the mechanism The reasons -for accelerated attack caused-by
of stress-corrosion cricking of titanium' alloys in one particular antifouling paint have been studied

X204 and aqueous and-hot-salt environments has been by the Naval Applied Science ;Laboratory.(
2 4) The

issued by Battelle's-Colilmbus 'Lab~ratorii .,(2 0) paint in qu6stioniwas different from-other anti-
The mechanism of aqueous- stress-corrosion cracking fouling paints studied in that it had copper-metal
most consistent -with the experimental observations pigment in its formulation and had a- lower electri-
was related,to the formation of strain-induced cal resistance, and it was, the only coating, to
hydrides in the active [1010] slip bandi, which exhibit a potentia1" in seawater (-0;15 volt versus
inhibitedplastic flow around the crack tip and, SCE). Circular holidays -178 in. in diaueter-,pro-
thereby, promoted.cieavage. Themechanism of stress- duced pit depths in the underlying steel of up to
corrosion crackingin pure N204 was related-to 47 mils in 2 months' exposure in aerated "sea salt"
oxygen which acted'asia cathodic depolarizer. That in ihecopper-metal-pigmented paint and less than
is, titanium reacts ,with N20 4 to form N0, N02

+ and one-half that value in the other aitifouling 'foim-unstable honprot'ectiye Tie(N03)2 (anodic reaction). ulations.

Oxygen reactswith N204 (cathodic reaction outside
the crack) and NO+ and N02+ (cathodic reaction in- Treattin ts for aluminum aircraft surfaces
side the crack). The unstable TiO(NO) decomposes which confer corrosion resistance and, enhance tthe
to Tie 2 , N204 , and 02, and the latter-helps to adhesion of:military-specification epoxy paints have
depolarize cathodic reactions within the crack. been described in a final -eport prepared'by American
Results with hot salt were inconclusive and these Cyanamid Company. (25 ) The experimental approach -

studies are being repeated. was on the basis that selected chelating agents would
chemically bond to--the surface and, if appropriately

The stress-corrosion cracking of titanium substituted with epoxide reactive groups, would also
and Ti-SAI-2.SSn alloy in methanol-chloride has been tie into the paint-coating. Most of the evaluation
examnined by scanning electron microscopy in was-,based on salt-spray exposuc'e of painted panels
-Engx and. (21) U-bends and dynamic tensile straining followed by an adhesive peel test. Two~agents were
we--; used. The illoy exhibited transgranular, found to be promising: "imethylphosphonoactamide
cieavages and the mode 6f cracking inunalloyed (DPA) and l-amino-2 phenylethylphosphonic acid'
titanium changed--froml intergranular separition to (APEPA); the DMPA was favored because of its greater
transgranular cleavage as,:the impurity levels were water solubility. The optimum formulation consisted
increasedin the titanium. Small amounts of hydro- of a- 3-minute (or longer treatment)' with a pi 3
gen introduced into the most impure titanium aqueous solution containing 1 -tO 2 weight percent

resulted ,in a larger amount of cleavage in sub- DMPA. The shelf life of DIMPA-treated panels was
sequent st ress-cori6sion tests and, in air, frac- acceptable on the basis of e:tended atmospheric
tures that were similar to stress-coriosion frac- exposures of treated samples which produced only a,
tures. Tie results were interpeted in terms of slight loss in effectiveness. - The performance of
intergranular -dissolution or as arising mainly from the DMPA treatment was equal -to-or slightly better.
impurity Segregation and transgranular cleavige due -than that of conventional chromate .pretreatments
to a formof hydroien embrittlement. and, in addition, the ,MPA required no surface

cleaning, was cheaper., was not restricted by a criti-
'lhe influence of salt and elevated-tempera- cal application time, and had better shelf life.

ture exposure on the maximum compressive strength of Preliminary tests indicated that the DPA andAPEPA
titanium-alloy skin-stringer panels has been investi- were suitable treatments forpromting adhesion, of
gated by the NASA/Langley Research Center,; (22) paint to titanium.
Ti-SAl-lMo-lV specimens were tested to failuie at
room temperatuie after being coated with a 3.4 The results of a study to dovelop aerodynam-
percent NaCl solution and exposed 1000 hours at ically smooth corrosion-protective systems for
600 F to develop 3tress corrosion cracks. The hot- 'fastener-head countersinks in highly loaded aircraft
salt stress-corrosion cracks had little effect on skins have been presented in a final report issued
the- compressive strength of the panels, although by Vought Aeronatics.( 2 6 ) Corrosion tsts in acetic
considerable tearing and deformation appeared to- acid' salt spray and at Kure'Beach showed "hat a
initiate from the cracks at maximum load. po1 urethane elastomer was protective after simulat-

ing limit loads of A-7,wing fold areas. Polysulfide
,BRAZE ALLOYS and epoxy films cracked during loading and a silicone

materi'al was ,easily abraded and not protective.
rhe compatibility of brazed joints with Permeabilitymeasurements showed the polyurethoneN2O4 has been studied by the Air Force 'Rocket waa j)rotective in films as thifi as one mil in the

Propulsion Laborato.'y. (M) Lap-joint panels of peripheral, groove around the fastener. The polyure-
Type 347 stainless steel were pr6pared with each of thane elastomers yellowed in the sunshine, but a
the following braze alloys: 82Ai--l8Ni-0. i, 70Au- linear-polyurethane nonyellowing coating could be
22Ni-SPd, and 72Ag-28Cu-0.2Li(weight perceits). used as a top-coat material to form a durable
Stressed and unstressed specimens were exposed 360 flexible system.
days to the liquid, vapor, and liquid-vapor interface
of N20,I with 0.2 percent water (in conformance with GENERAL
MIL-P-26539A). Some surface corrosion was detected

on all alloys after exposure, but there was no A manual on Corrosion Control forManned Space
Flight Network Facilities has been prepared by
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Bendix Field Engineering Corporation for the Goddard, (3) Kaufman, J. G., Schilling, P. U., and Nordiark,
Space Flight Center.(27J The manual discusses the G. E., "Fracture Toughness, Fatigue, and- -

various forms of corrosion, the'corrosion resistance CorrosionCharacteristics of X7080-T7E41 and-
of aluminum-, iron-,-magnesium-, and nickel-base 7178-T6S1 Plate and 7075-T6510, 7075-T73510,
alloys, the behavior of~metal and organic coatings,. X7080-T7E42, and 7178-T6510 Extruded Shapes",
and-the mthods of corrosion-control. Final Report -AFML-TR-69-255, -Aluminum Company

of-America, New Kensington, Pa., Contract
A chemical engineer's guide to seawater F3361567-C-1S21 (November 1969).

has been piepared. by'the Dow Chemical Company. (28)
Information in the papers on seawater covers average
monthly temperature and salinity at various loci-
tion3 off the U. S. coast, chemical composition, (4) Jacobs, A. J., "0ptimizng the Combination of
physical . t cocntaStrength and Stress-Corrosion Resistance ofthat of properties atconcentrations075 Alui by Thermal-Mechanical Treatments",
that of fresh water to foui times normal seawater, FiSAl Ry Thermal -Mcn i on, orth

foaming and turbidity characteristics, deposition Final r t oR-817, RoretdyneDivision, North
of solids, and mar~ine life. American Rockwell Corp6ration, CanogaPark, "

-Calif., Contriact N00019-69-C-0339 (March 1970).

The :ARPA Coupling Program on Stress-
Corrosion Cracking has compiled abstracts from (S) 1l11, Ii. A. and Johnstone, S. T. M., "Stress-

journal articles, recent reports, and talks generated Corrosion Cracking in High-Strength Alminum
under this program. (29) The abstracts cover Alloys", Australian Institute of Metals, 14

aluminum alloys, high-strength-steels, high- (4), 262-265 (November 1969).

strength stainless steels, and titanium alloys, as (
well- as fundamental 'tudies on the mechanisms of (6) tildebrand, J. F., "Tests Relating-to Corrosion-
stress-corrosin cracking. -Also included are Protection ,for -Tendons of the Public Service

-selected' abstracts from outside the ARPA program Company of ColoradoPrestressed Concrete

in-the field of stress-corrosion cracking. Reactor Vessel", Report GA-9356, Gulf Gneral
Atomic, San Diego, Calif., Contract AT(04-3)-

The roie of oxi'de plasticity on the-6xida- 633 (AuguSt 6, 1969).

tion.behavior of metals is reviewed in a paper by
englass 6f t.he University of California 'at os (7) Hil&brand, J. F., "Irradiation of Stressed

AngeOes.( 3 0) 'Included inthe discussion are the Prestressing Wire Coated~f6r Corrosion Protec-/ ngeltios" Mateial Protectiod n (3)he 19cusonae22 ..

structural aspects of the, scale; the effects of tion", M aerials Protection, 9 (3), 19-22
stoichiometry, temperature, and film thicknesson (March 1970).
plasticity of oxides; causes of micro- and macro-
stresses in the oxide film; measurement of stresses (8)- Davis, J. A. and'Henry,,W. D., "The Influence

in the oxide; and film spalling. of Applied Potential on Crack-Growth Rates of
IONi-2Cr-lMo-8Co Steel in 3.5 Percent Sodium

I-line corrosion probes to detect and Chloride", Report 39.001-001(5), Applied

measure galvanic and crevice corrosion -in seawater Research Laboratory, U. S. Steel Corporation,

have been developed by Battelle Northwest.(
31) Monoeville, Pa., .Contract NObs-9435(FBM)-

The probes-were evaluatedin ambient seawater, (January 26, 1970). --5(-M

artificial ,sawater at 100 -C,, (212 F) and-artifi- Cro n.ag. - -

cial seawater in a pilot-plant at 150-C-(302 F) and -Barsom, . 1., "echanisms
20-ft/sec. The steel probes developed an adherent Below Klscc", Report 89.021-020(3),Applied
FeO 4fim and orroded at low rates (about 1 mailleResearch Laboratory, U. S. Steel-Coripor ation, -

year) at 150 C. This film afforded-short-term Monroeville, Pa. , Conia.t. .s9453SF. ..

protection when the' probe was transferied t6b -aline (Decembei 22, 1969).

water at a lower'teperature; but, eventually the --.. .. • (10) Gallagher, X; P. and. S1 i~ lair, .-,, '!Eviron- -
film broke down and the specimen corroded at a (10) all J.sP.tdi ilairG.0wt lEaion - -

higher rate more characteristic of those for bare ientally As sisted fat qp'Crk-,-Growth -Rates

specimens at the lower temperature. Crevice-piobes -1n SAE 4340 Steel"; J. of Basic-'nglneering,
made with 6061f aldiminum andlexposed at ISO C Trans -o -tho ASNI, Seris D, 91 (,), S98602

rf'vealed an initial low 'rat' (incubation-period) (Uecember 1969):'- - ---

before the onset of crevice corrosion. The indicated I wi-ian;, D P
corrosion rate during crevice attack determined by ( meh- D. -P. atdel .by owP ss. G(e ou1)e

measuring the-diameter of the wire in the area of met of. Steelby Low-Pressure Gaseous

greatest attack was about 500 mils/year compared' lydiogen", Metallurgical Trans., 1 (1), O3-68

with a calculated corrosion rate-of about 900 mils/ (January 1970).
year. The measured attack appeared to be lesssevee bcaue ,he esisanc prbe end to(12) Westlale, D. G., "A Geheralized Model for ;
sever-e because ,the resistance probe tends -tof
measure an avrage v v the entire probe. Ilydrogen-Embrittlement '", ASM, Trans. Quart., 62

valueover (4), 1000-1006 (December 1969).

-REFERENCES (13) Warke, W. R. and Breyer, N. N., "The Effect of

(I) Hedrick, H1. G., "Microbiological-Corrosion of Lead on Micro-Crack Initiation and Propagation"

Aluminum", Materials Protection, 9 (1), 27-31 in Alloy Steels-- Phase 1I. The Effect of
(January. 1970). Composition and Test Conditions on Lead(Jn y 1Embrittlement of Steel", Final Report Phase II-

(2) Privatc Com'munication to DMIC from Battelle- 10752, Illinois Institute of technology, Chicago,
I1., Contract DA-20-l13-AMC-10820(T) (November

Frankfurt, Jaiiary 1970. 1969).
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